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New Options for Steel Sheet Sheathed Shear Wall Assemblies
The North American Standard for Cold-Formed Steel Framing – Lateral Design, 2007 Edition with Supplement No. 1
(AISI S213-07/S1-09), is the recognized source for design values for cold-formed steel framed shear walls. However, at
the time of its development, options were limited to 18-mil and 27-mil steel sheet sheathing. As the use of cold-formed
steel framing for mid-rise construction has increased, so has the need for more robust shear walls.
Based on recently completed tests performed at the University of North Texas (Yu and Chen, 2009), nominal strength
values for 30-mil and 33-mil steel sheet shear walls have been approved by the AISI Committee on Framing Standards.
This CCFSS Technical Bulletin provides these values, along with additional limitations associated with these values.
It is important to note that these values must be used in conjunction with the limitations for tabulated systems and other
applicable requirements of AISI S213-07/S1-09.
Jay W. Larson, P.E, F. ASCE and Roger A. LaBoube, Ph.D, P.E.
Two additional footnotes are added to Table C2.1-3:
9. Special seismic in-line blocking and flat strapping shall be installed.  See Section C2.2.1.
10. Blocking is not required unless Section C2.2 item 8 or footnote 9 applies.
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Where required, in accordance with Table C2.1-3, special seismic in-line blocking and flat strapping shall be
installed at mid-height for 8 foot (2.44 m) walls and at one-third points for 9 and 10 foot (2.74 and 3.05 m) walls.
In-line blocking shall be a stud or track section with the same web depth as the studs and a minimum thickness
as specified in Tables C2.2-1 and C2.2-3, as applicable. Flat strapping shall be a minimum thickness of 33 mils
with a minimum width of 1-1/2 inches (38.1 mm). In-line blocking shall be installed between studs at the termina-
tion of all straps and at 12 foot (3.66 m) intervals along the strap. Flat strapping shall be attached to the flanges
of each stud with a minimum of one No. 8 screw and to the flanges of the in-line blocking with a minimum of two
No. 8 screws.
